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(f) An airport or seaplane base used 
for night training flights in seaplanes 
is permitted to use adequate non-
permanent lighting or shoreline light-
ing, if approved by the Administrator. 

[Doc. No. 25910, 62 FR 16347, Apr. 4, 1997; 
Amdt. 141–9, 62 FR 40907, July 30, 1997] 

§ 141.39 Aircraft. 

(a) When the school’s training facil-
ity is located within the U.S., an appli-
cant for a pilot school certificate or 
provisional pilot school certificate 
must show that each aircraft used by 
the school for flight training and solo 
flights: 

(1) Is a civil aircraft of the United 
States; 

(2) Is certificated with a standard air-
worthiness certificate, a primary air-
worthiness certificate, or a special air-
worthiness certificate in the light- 
sport category unless the FAA deter-
mines otherwise because of the nature 
of the approved course; 

(3) Is maintained and inspected in ac-
cordance with the requirements for air-
craft operated for hire under part 91, 
subpart E, of this chapter; 

(4) Has two pilot stations with en-
gine-power controls that can be easily 
reached and operated in a normal man-
ner from both pilot stations (for flight 
training); and 

(5) Is equipped and maintained for 
IFR operations if used in a course in-
volving IFR en route operations and in-
strument approaches. For training in 
the control and precision maneuvering 
of an aircraft by reference to instru-
ments, the aircraft may be equipped as 
provided in the approved course of 
training. 

(b) When the school’s training facil-
ity is located outside the U.S. and the 
training will be conducted outside the 
U.S., an applicant for a pilot school 
certificate or provisional pilot school 
certificate must show that each air-
craft used by the school for flight 
training and solo flights: 

(1) Is either a civil aircraft of the 
United States or a civil aircraft of for-
eign registry; 

(2) Is certificated with a standard or 
primary airworthiness certificate or an 
equivalent certification from the for-
eign aviation authority; 

(3) Is maintained and inspected in ac-
cordance with the requirements for air-
craft operated for hire under part 91, 
subpart E of this chapter, or in accord-
ance with equivalent maintenance and 
inspection from the foreign aviation 
authority’s requirements; 

(4) Has two pilot stations with en-
gine-power controls that can be easily 
reached and operated in a normal man-
ner from both pilot stations (for flight 
training); and 

(5) Is equipped and maintained for 
IFR operations if used in a course in-
volving IFR en route operations and in-
strument approaches. For training in 
the control and precision maneuvering 
of an aircraft by reference to instru-
ments, the aircraft may be equipped as 
provided in the approved course of 
training. 

[Doc. No. FAA–2006–26661, 74 FR 42563, Aug. 
21, 2009, as amended by Amdt. 141–13, 75 FR 
5223, Feb. 1, 2010] 

§ 141.41 Flight simulators, flight train-
ing devices, and training aids. 

An applicant for a pilot school cer-
tificate or a provisional pilot school 
certificate must show that its flight 
simulators, flight training devices, 
training aids, and equipment meet the 
following requirements: 

(a) Flight simulators. Each flight sim-
ulator used to obtain flight training 
credit allowed for flight simulators in 
an approved pilot training course cur-
riculum must— 

(1) Be a full-size aircraft cockpit rep-
lica of a specific type of aircraft, or 
make, model, and series of aircraft; 

(2) Include the hardware and software 
necessary to represent the aircraft in 
ground operations and flight oper-
ations; 

(3) Use a force cueing system that 
provides cues at least equivalent to 
those cues provided by a 3 degree free-
dom of motion system; 

(4) Use a visual system that provides 
at least a 45-degree horizontal field of 
view and a 30-degree vertical field of 
view simultaneously for each pilot; and 

(5) Have been evaluated, qualified, 
and approved by the Administrator. 

(b) Flight training devices. Each flight 
training device used to obtain flight 
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